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Telescopic Magnetic Lifter 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 

 
 

 

 

 

 

 



 
 
 
 
 

 

KL-0126-206   Telescopic Magnetic Lifter 
 (extra strong magnet power) 

 
Field of Application: 
This telescopic magnet lifter enables metallic objects or particles 
to be removed even from hard-to-reach areas. 
 

 

 

Technical Data: 
Length: ................................................................ 130 - 630 mm 

Magnetic head -Ø: ......................................................... 11 mm 

Magnet power: ............................................................... 1600 g 

Weight: .............................................................................. 33 g 

 

 

 

 

 

KL-0126-212   Telescopic Magnetic Lifter 
 (magnet power 3.6 kg) 

 

Field of Application: 
As KL-0126-206. 
 

 

 

Technical Data: 
Length: ................................................................ 135 - 650 mm 

Magnetic head -Ø: ......................................................... 15 mm 

Magnet power: ............................................................... 3600 g 

Weight: .............................................................................. 61 g 

 

 

 

 

  Warnings and Notes 

 Any work on vehicles should only be performed by qualified 
personnel observing and complying with the directions, 
provisions, and safety regulations issued by the vehicle 
manufacturer. 

KL-0126-206 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

KL-0126-212 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 

 

 

 Product Information

0126-206_101216.docx © Copyright by GEDORE Automotive GmbH, Germany 1/1  10

EN
 


