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KL-5501-500
Mobile Work Stand for Spring Compressor - KL-5501 B
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PRODUCT DESCRIPTION

KL-5501-500 - Mobile work stand for spring compressor - KL-5501 B
Specially designed for the stationary spring compressor - KL-5501 B. (Not for KL-5501) 

Enables mobile assembly of the stationary spring compressor - KL-5501 B, for flexible and variable use in everyday workshop 
operations. 
• Mobile work stand especially designed for the spring compressor -  KL-5501 B
• Flexible choice of location thanks to castors
• Easy positioning by just one person
• Quick use of the spring compressor directly on the vehicle
• Stable and safe thanks to stable rubber feet
• Easy to stow away thanks to compact dimensions 
• Ideal for effective everyday workshop work
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Scope of delivery/single part overview
Item Part no. Description Qty.

- KL-5501-500 Mobile work stand 1

1 KL-5501-5001 Mounting tube  
for spring compressor 1

2 KL-5501-5002 Mounting plate, adjustable 2
3 KL-5501-5003 Pedestal 2
4 KL-5501-5004 Plastic castor 2
5 KL-5501-5005 Rubber buffer 4
6 KL-5501-5006 Tube sleeve 2
7 KL-5501-5007 Fastening lug 1
8 KL-5501-5000 Fastening elements 1
8.1 KL-5501-5008 Hex screw M12  x 120mm 6
8.2 KL-5501-5009 Hex screw M12  x 70mm 10
8.3 KL-0041-8034 Hex screw M12  x 40mm 4
8.4 KL-0066-0004 Washer Ø 12mm 36
8.5 KL-0035-0023 Hex nut M12 20
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SAFETY INSTRUCTIONS AND REGULATIONS
Read and understand this product information before using the special tool, as it serves to familiarise you with the special 
tool and thus ensures safe use!

Use the special tool  as intended and always carry out maintenance and repair work in compliance with the regulations on 
occupational safety and accident prevention as well as the vehicle manufacturer's instructions!

Before each use, check the special tool carefully for damage, loose parts, or unauthorised modifications. Never  use it, if you 
notice any such deficiencies!

Always wear your personal protective equipment, e.g. safety goggles, protective gloves, safety shoes, during work if necessary!

Interrupt your work immediately if you about using the special tool, and contact GEDORE Automotive GmbH  if necessary !

Dispose of the special tool and its packaging material in an environmentally compatible way in accordance with the legal 
requirements. If necessary, ask your local authorities or GEDORE Automotive GmbH about environmentally friendly disposal 
options!

Assembly instructions

CAUTION
The mobile work stand, in particular the plastic castors [4], can 
be damaged during assembly. It is therefore essential to 
observe the different tightening torques of the individual 
screws!

1. Assemble the mobile work stand - Kl-5501-500 as shown 
and mount the spring compressor - KL-5501 B on it in the 
correct position. Tighten all screws completely according to 
the torque specifications.

The mounting tube [1] for the spring compressor can be 
mounted in four different positions in height of the work 
stand.

2x screws = 10Nm

8x screws = 50Nm

6x screws = 50Nm

Determine the height required for working with the spring 
compressor and fit the support tube [1] to the work stand 

accordingly.

4x screws = 50Nm

1x screw = 20Nm
This screw is already included in the scope of delivery 

of the spring compressor - KL-5501 B.
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