C€ fischer=

PRESTATIEVERKLARING . . .
innovative solutions

Nr.0072 tNL

1. Unieke identificatiecode van het producttypejectiesysteem fischer FIS V

2. Beoogd(e) gebruik(en):

Product Beoogd gebruik

Lijm anker te gebruiken in beton | Voor bevestigen van constructieve elementen of veiligheslevante onderdelen zoals
verlaagde plafonds aan betprie bijlage, in het bijzonder bijlages B 1 tot en ®&0D

3. Fabrikant: fischerwerke GmbH & Co. KG, Otto-Hahn-Strafl3e 15179enzlingen, Duitsland

4. Gemachtigde:--
5. Het systeem of de systemen voor de beoordelingezifieatie van de prestatiebestendigheid:
6a. Geharmoniseerde norrv:-
Aangemelde instantie(s):--
6b. Europees beoordelingsdocumenETAG 01; 201304
Europese technische beoordelingTA02/ 0024 201606-17
Technische beoordelingsinstanti®IBt
Aangemelde instantie(s)1343 t MPA Darmstadt
7. Aangegeven prestatie(s):

Mechanische weerstand en stabiliteit (BWR 1)

Essentieel kenmerk Prestatie

Karakteristieke waarden voor statische en quasi statischestieben | Zie bijlage, in het bijzonder bijlag€sltot en metC10
voor ontwerp volgens TR 029 of of CEN/TS 29009
Verplaatsingen

Veiligheid bij brand (BWR 2)

Essentieel kenmerk Prestatie

Brandgedrag Verankeringen voldoen aan de vereisten voor klasse

Brand weerstand Geen prestatie bepaald (NPD)

8. Geéigende technische documentatie en/of specifiekdtésche documentatie:--

De prestaties van het hierboven omschreven productajnform de aangegeven prestatiddeze prestatieverklaring
wordt in overeenstemming met Verordening (EU) nr. 208/1 onder de exclusieve verantwoordelijkheid varh@é&boven
vermelde fabrikant verstrekt

Ondertekend voor en namens de fabrikant door:

Andreas Bucher, Dipl.-Ing. Wolfgang Hengesbaph;IByg., Dipl.-Wirtsch.-Ing.

LV Dt L V. W L%X

Tumlingen201606-24

- Deze prestatieverklaring is opgesteld in verschilletatlen Bij een geschil over de interpretatie prevaleert de esgel
versie

- De bijlage bevat vrijwillige en aanvullende informatiele Engelse taal boven op de (taal-neutraal gespecifiederd
wettelijke voorschriften.
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Specific Part

1

3.1

3.2

3.3

3.4

Technical description of the product

The injection system fischer FIS V is a bonded anchor consisting of a cartridge with injection
mortar fischer FIS V and a steel element.

The steel element is placed into a drilled hole filled with injection mortar and is anchored via the
bond between metal part, injection mortar and concrete.

The product description is given in Annex A.

Specification of the inte nded use in accordance with  the applicable European
Assessment Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the anchor of at least 50 years. The indications
given on the working life cannot be interpreted as a guarantee given by the producer, but are to
be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.

Performance of the product and references  to the methods used for its assessment

Mechanical resistance and stability (BWR 1)

Essential characteristic Performance

Characteristic values under static and quasi-static | See Annex C 1to C 10
action for design according to TR 029 or CEN/TS
1992-4:2009, Displacements

Safety in case of fire (BWR 2)

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for
Class Al

Resistance to fire No performance assessed

Hygiene, health and the environment (BWR 3)

Regarding dangerous substances there may be requirements (e.g. transposed European
legislation and national laws, regulations and administrative provisions) applicable to the
products falling within the scope of this European Technical Assessment. In order to meet the
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with,
when and where they apply.

Safety in use (BWR 4)

The essential characteristics regarding Safety in use are included under the Basic Works
Requirement Mechanical resistance and stability.
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Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with guideline for European technical approval ETAG 001, April 2013 used as
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU)
No 305/2011 the applicable European legal act is: [96/582/EC].

The system to be applied is: 1
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Installation conditions
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Anchor rod
Pre-positioned anchor

Anchor rod
Push through anchor
(annular gap filled with mortar)

fischer
internal threaded anchor RG Mi
Pre-positioned anchor only

Reinforcing bar

fischer rebar anchor FRA
Pre-positioned anchor

fischer rebar anchor FRA
Push through anchor
(annular gap filled with mortar)

fischer injection system FIS V

Product description
Installation conditions

Annex A 1
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Ul Shuttle cartridge sizes

(345 ml, 360 ml, 390 ml, 550 ml, 950 ml, 1100 ml, 1500 ml)

I P T

[tk

Imprint: fischer FIS V or FIS VW High Speed or
FIS VS Low Speed, processing notes, shelf-life,
piston travel scale, curing times and processing times

P P I T

L]

&

(depending on temperature), hazard code, size, volume
I[l T

/

Sealing cap

Coaxial cartridge sizes

(100 ml, 150 ml, 300 ml, 380 ml, 400 ml, 410 ml)

Extension tube
| 1

Y

Static mixer FIS MR or FIS ME

FIS VS Low Speed, processing notes, shelf-life,
piston travel scale, curing times and processing times
[ (depending on temperature), hazard code, size, volume

\ Imprint: fischer FIS V or FIS VW High Speed or

®/~ "

Injection-adapter Dj
Anchor rod

Size: M6, M8, M10, M12, M16, M20, M24, M27, M30

fischer internal threaded anchor RG M
Size: M8, M10, M12, M16, M20

Washer

Threaded rod

Hexagon nut

Hexagon
nut

Washer

ii—/—H

Reinforcing bar
Nominal diameter of the bar: $8, $10, ¢12, $14, $16, $20, $25, $28

=Yg

PO,

Setting depth mark

ot b anhor o T
A
fischer injection system FIS V
Product description Annex A 2

Cartridges / Static mixer / Steel elements
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Table A1: Materials

ISO 4042:1999 A2K

1.4571; 1.4439; 1.4362
EN 10088-1:2014

Part |Designation Material
1 Mortar cartridge Mortar, hardener, filler
. Stainless steel High corrosion
Steel grade Steel, zinc plated Ad resistant steel G
Property class Property class Property class
5.8 or 8.8; 50, 70 or 80 50 or 80
EN 1SO 898-1:2013 EN 1SO 3506-1:2009 EN ISO 3506-1:2009
zinc plated 2 5 pm, 1.4401; 1.4404; 1.4578; | or property class 70 with
2 Anchor rod EN ISO 4042:1999 A2K | 1.4571;1.4439; 1.4362; f = 560 N/mm?
or hot-dip galvanised 1.4062, 1.4662, 1.4462 1.4565; 1.4529
EN ISO 10684:2004 EN 10088-1:2014 EN 10088-1:2014
fue S 1000 N/mm? fu < 1000 N/mm? fu < 1000 N/mm?
A5>12°/0 A5>12°A) A5>12°A)
fracture elongation fracture elongation fracture elongation
zinc plated 2 5 um, 1.4401; 1.4404; 1.4565;1.4529
3 Washer EN ISO 4042:1999 A2K | 1.4578;1.4571; 1.4439; EN 10088-1:2014
ISO 7089:2000 or hot-dip galvanised 1.4362
EN ISO 10684:2004 EN 10088-1:2014
Property class Property class Property class
5or8; 50, 70 or 80 50, 70 or 80
EN ISO 898-2:2012 EN ISO 3506-1:2009 EN ISO 3506-1:2009
4 Hexagon nut zinc plated 2 5 um, 1.4401; 1.4404; 1.4578; 1.4565; 1.4529
ISO 4042:1999 A2K 1.4571; 1.4439; 1.4362 EN 10088-1:2014
or hot-dip galvanised EN 10088-1:2014
EN ISO 10684:2004
Property class Property class Property class
fischer o8 70 70
5 internal threaded lISO 898-1:2013 EN ISO 3506-1:2009 EN ISO 3506-1:2009
anchor RG MI zinc plated 2 5 um, 1.4401; 1.4404; 1.4578; 1.4565; 1.4529

EN 10088-1:2014

Screw or anchor /
threaded rod for fischer

Property class
5.8 or 8.8;
EN ISO 898-1:2013

Property class
70
EN ISO 3506-1:2009

Property class
70
EN ISO 3506-1:2009

rebar anchor FRA

fuk = fik =k fyk

of EN 1992-1-1:2004+AC:2010

6 internal threaded zinc plated 2 5 um, 1.4401; 1.4404; 1.4578; 1.4565; 1.4529
anchor RG MI ISO 4042:1999 A2K 1.4571;1.4439; 1.4362 EN 10088-1:2014
EN 10088-1:2014
Reinforcing bar Bars and de-coiled rods, class B or C with
7 EN 1992-1-1:2004 and |f,x and k according to NDP or NCL of EN 1992-1-1:2004+AC:2010
AC:2010, Annex C fuk = fie = K - T
Rebar part: Threaded part:
Bars and de-coiled rods class B or C Property class 70 or 80
8 fischer with f, and k according to NDP or NCL |EN ISO 3506-1:2009

1.4565; 1.4529, 1.4401, 1.4404, 1.4571,
1.4578, 1.4439, 1.4362, 1.4062
EN 10088-1:2014

fischer injection system FIS V

Product description
Materials

Annex A3
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