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Product Information    

KL-4021-3113 - Screwdriver Bit Socket,  
                           Size (waf) 13 mm 

Suitable for the 4-cylinder TDI Pumpe Düse (unit injector) 

engines as found in VW-Audi, Seat, Škoda vehicles. 

The special socket KL-4021-3113 allows for the quick and 

trouble-free loosening and tightening of the central retaining bolt 

on fuel cooling units - necessary, for example, when replacing 

the fuel filter. 

 

Drive: .......... 1/2”  Length: ..... 100 mm Waf: ..... 13 mm 
 
 
 

KL-0120-80 - Fuel Tank Sensor Spanner Set  
 (adjustable) 

Universal application. 

For loosening and tightening the plastic lock ring of the fuel 

sensor on fuel tanks. 

 

Set is composed of: 

KL-0120-801 - Fuel Tank Sensor Spanner, Ø80 mm - Ø120 mm 

Adjustment range: ... 80 - 120 mm Drive: ... waf 24 mm 

 

KL-0120-802 - Fuel Tank Sensor Spanner Ø110 mm - Ø170 mm 

Adjustment range: ... 110 - 170 mm Drive: ... waf 24 mm 
 
 
 

KL-0122-56 - Fuel Filter Socket, Size (waf) 27 mm 

Suitable for the Citroën, Peugeot, Fiat and Ford 2.0 l HDI 

Diesel engines as found in: Citroën C4, C5, C8, Jumpy; 

Peugeot 307, 308, 407, 508, 607, 807, Expert; Fiat Scudo, 

Ulysse; Ford C-Max, Focus, Galaxy, Kuga, S-Max. 

This fuel filter socket is intended for the removal and installation 

of the fuel filter cap when replacing a fuel filter cartridge. 

 

Drive: .......... 1/2”  Length: ....... 85 mm Waf: ..... 27 mm 
 
 
 

KL-0122-702 - Fuel Filter Socket, Ø 82 mm 

Suitable for Volvo Diesel vehicles equipped with fuel filter 

cartridge : S60, S80, V70, XC70, XC 90 (with 2.4D or 2.4D5 

engines). 

This fuel filter socket is intended for the removal and installation 

of the fuel filter cap when replacing a fuel filter cartridge. 

 

Drive: ....................... 3/8”   Profile: Ø82 mm, 6 ribs 
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Product Information    

KL-0122-701 - Fuel Filter Socket, Ø109 mm  
                         (German Utility Model) 

Suitable for the Peugeot, Citroën, Fiat, Lancia, Suzuki 

vehicles equipped with a 2.0 l or 2.2 l HDI Diesel engine 

such as: Peugeot 206, 307, 406, 607, 807; Citroën C5, C8, 

Berlingo, Jumpy, Xsara; Fiat Scudo, Ulysse; Lancia Phedra, 

Zeta; Suzuki Vitara, Grand Vitara I. 

This fuel filter socket is intended for the removal and installation 

of the fuel filter cap when replacing a fuel filter cartridge. 

Drive:.......................... 3/8”  Profile: . Ø109 mm, 46 ribs 
 

KL-0122-610 - Fuel Filter Socket, Ø109 mm 

Suitable for Fiat 1.3/1.9 l JTD and Vauxhall/Opel 2.0 l Diesel 

engines: Antara (from 2007 onwards), Insignia (from 2009 

onwards).  

Engine code: A 20 DTJ, Z 20 DMH. 

This fuel filter socket is intended for the removal and installation 

of the fuel filter cap when replacing a fuel filter cartridge. 

Drive:.......................... 3/8”  Profile: ... Ø109 mm, 6 ribs 
 

KL-0122-608 - Fuel Filter Socket, Ø109 mm 

Suitable for Peugeot, Citroën, Renault, Fiat and Lancia etc. 

This fuel filter socket is intended for the removal and installation 

of the fuel filter cap when replacing a fuel filter cartridge. 

Drive:.......................... 3/8”  Profile: ... Ø109 mm, 8 ribs 
 

KL-0122-703 - Fuel Filter Socket, Ø 115 mm,  
        Ford Transit 

Applicable to fuel filter housings (Ford No. 1 781 617), as fitted 

to Ford Transit Custom (from 2012 onwards), Tourneo Custom 

(from 2012 onwards), Transit (2006-2014) and Transit (from 

2014 onwards). 

Required when changing the fuel filter cartridge. 

The compact design of the socket allows the fuel filter cap to be 

loosened and tightened with ease, even on vehicles where space 

is at a premium. 

Drive:.......................... 1/2”  Profile: .... Ø115 mm, 6 ribs 
 
 

  Warnings and Notes 

 Any work on vehicles should only be performed by qualified 

specialist personnel observing and complying with the 

directions, provisions, and safety regulations specified by the 

vehicle manufacturer. 
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