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GP 40

 Product Type:	 	 General Purpose

 Recommended for:	 	� General air service up to +80°C, general water service up to +100°C and applications requiring  
maximum flexibility and high abrasion resistance..

 Resistant to:	 	� Abrasion, weathering and ozone.

 Construction:	  	 Shape:	 Straight
		  Tube:	 EPDM
		  Reinforcement:	 Textile Cord
		  Wire:	 –
		  Cover:	 EPDM 

 Standards:	  	 SAE Norm	 –
		  Din Norm	 –

 Temperature:	 	
°C-

-40°	
°C+

100°	 121°

mm  (inch) mm  m mm bar bar mm/Hg

GP400620 3204-12006 6 1/4 12 20    45 13 40 760
GP400640 3204-14006 6 1/4 12 40    45 13 40 760
GP400820 3204-12008 8 5/16 15 20    65 13 40 760
GP400840 3204-14008 8 5/16 15 40    65 13 40 760
GP401020 3204-12010 10 3/8 17 20    75 13 40 760
GP401040 3204-14010 10 3/8 17 40    75 13 40 760
GP401320 3204-12013 13 1/2 20.5 20    90 13 40 760
GP401340 3204-14013 13 1/2 20.5 40    90 13 40 635
GP401620 3204-12016 16 5/8 24 20   115 13 40 500
GP401640 3204-14016 16 5/8 24 40   115 13 40 500
GP401920 3204-12019 19 3/4 28 20   135 13 40 500
GP401940 3204-14019 19 3/4 28 40   135 13 40 500
GP402520 3204-12025 25 1 35 20   180 13 40 250
GP402540 3204-14025 25 1 35 40   180 13 40 250
GP403240 3204-10036 32 1 1/4 44 40   200 13 40 760
GP403840 3204-10038 38 1 1/2 51 40   300 13 40 760


