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Product information EN  
 Read and understand before use!

KL-0049-100 A/ -101 A/ -300 // KL-0369-4100 
Slide Hammer Puller Series, Base Tools
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Product information
(Translation of the product information)

1: KL-0049-100 A

2: KL-0049-101 A

KL-0049-100 A - Slide hammer puller, base tool

Scope of delivery/Component overview

Pos. Part No. Description Qty

A KL-0049-100 A Slide hammer puller, base tool 1

A1 KL-0121-4003 Handle 1

A2 KL-0049-1013 Hammer weight 0.8kg 1

A3 KL-0049-1503 Pull rod 1

A4 KL-0049-1003 Hex nut, M10 2

Technical Data

Hammer weight: ..............................................................................0.8kg

Length:  .........................................................................................  215mm

Connecting thread on the tie rod:...............................................M10

KL-0049-101 A - Slide hammer puller, base tool

Scope of delivery/Component overview

Pos. Part No. Description Qty

B KL-0049-101 A Slide hammer puller, base tooll 1

B1 KL-0121-4003 Handle 1

B2 KL-0049-1013 Hammer weight 0.8kg 1

B3 KL-0049-1011 Pull rod 1

B4 KL-0049-1003 Hex nut, M10 2

Technical Data

Hammer weight: ..............................................................................0.8kg

Length:  .........................................................................................  300mm

Connecting thread on the tie rod:...............................................M10
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Product description

Slide hammer puller series, base tools
These tools are designed to extract tight-fitting and seized components such as glow plugs, spindles etc. It is used in conjunction 
with the respective corresponding adaptors or puller bolts.
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Product information
(Translation of the product information)

3: KL-0049-300

4: KL-0369-4100

KL-0049-300 - Slide hammer puller, base tool

Scope of delivery/Component overview

Pos. Part no. Description Qty

C KL-0049-300 Slide hammer puller, base tool 1

C1 KL-0049-3003 Handle for KL-0049-3 1

C2 KL-0049-3002 Hammer weight, 4.8kg,  
for KL-0049-33 1

C3 KL-0049-3001 Pull rod for KL-0049-3 1

C4 KL-0049-3004 Hex nut, M18 1

Technical Data

Hammer weight: ..............................................................................4.8kg

Length: ..........................................................................................  680mm

Connection thread: ...........................................................................M18

Recommended Accessory: KL-0049-3020 - Hook

KL-0369-4100- Slide hammer puller, base tool 

Scope of delivery/Component overview

Pos. Part no. Description Qty

D KL-0369-4100 Slide hammer puller, base tool 1

D1 KL-0049-3004 Nut, M18 1

D2 KL-0369-4104 Slide hammer, 1.5kg 1

D3 KL-0369-4103 Pull rod, M18 1

Technical Data

Hammer weight: ..............................................................................1.5kg

Length: ..........................................................................................  160mm

Connecting thread: ...........................................................................M18
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Safety instructions and regulations
Prior to using the tool, read and understand all safety instructions and observe them for safe use!
Ensure that maintenance and repair work on motor vehicles is only carried out by trained specialists in specialist automotive 
workshops, taking into account occupational safety and accident prevention as well as the instructions of the vehicle 
manufacturer!
Prior to each use, check the tool carefully for damage, loose parts or unauthorised modifications. Never use it if you notice 
any such deficiencies!
Use the tool as intended and always observe the vehicle-specific application procedures in the repair guide of the vehicle 
manufacturer!

Always wear your personal protective equipment (for example safety goggles, protective gloves, safety shoes) when working!
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