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Product Information    

Hose Clip Pliers with locking ratchet 

 
Universally suitable, for example for Alfa Romeo, Audi, 
Citroën, Fiat, Ford, Hyundai, Lancia, MAN, Mercedes, 
Opel/Vauxhall, Peugeot, Porsche, Renault, Seat, 
Toyota, VW, Volvo, etc. 
 

Field of Application 

For replacement of hose-clips on Fuel-lines, Oil-pipes and 
water-hoses, which are not retained by „Jubilee“ type clips, 
but by re-usable, self-tensioning spring-clips. Special 
design allows the spring hose clips to be securely gripped 
and safely expanded. 

Following clips may be replaced with the Hose Clip Pliers: 
Norma, ABA (AWAB), MIKALOR, MUBEA from 
Ø 18 - 53 mm. 
 

KL-0121-22 - Hose Clip Pliers straight 

 
Clip -Ø: ............................................................ 18 - 53 mm 

Length: .................................................................. 273 mm 

Weight: ..................................................................... 390 g 

 

Spare Part: KL-0121-2201 - Inserts, Set with O-Ring 
 

KL-0121-23 - Hose Clip Pliers  
 110° off-set tips 

 
Clip-Ø: ............................................................. 18 - 53 mm 

Length: .................................................................. 285 mm 

Clamp Angle: .............................................................. 110° 

Weight: ..................................................................... 425 g 

 

Spare Part: KL-0121-2301 - Inserts, Set with Nut 
 

KL-0121-24 - Hose Clip Pliers  
 90° off-set tips 

 
Clip-Ø: ............................................................. 18 - 53 mm 

Length: .................................................................. 225 mm 

Clamp Angle: ................................................................ 90° 

Weight: ..................................................................... 403 g 
 

  Warnings and Notes 

 Work on engines should only be performed by trained 
personnel observing safety instructions and procedures 
issued by the vehicle manufacturer, and using the correct 
tools. 

 The vehicle manufacturer’s data apply to all works done 
on the vehicle. 
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