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Product Information    

Spark-Plug Sockets 

KL-0127-41 - Spark-Plug Socket 

Suitable for Renault Clio 1,2 16V; Twingo 1,2 16V etc. 

Length: ...................................................................................... 230mm 
Size: .............................................................................................  14 
Drive: ........................................................................................... 3/8"  

KL-0127-43 - Spark-Plug Socket  

Suitable for BMW 3er, E90 (N53B); Citroën C5 HPI; Peugeot 207 
1.6 16V, 406 HPI; Mini One 1.4 etc. 

Length: ........................................................................................ 90mm 
Size: ..............................................................................................  14 
Drive: ........................................................................................... 3/8"  

KL-0127-44 - Spark-Plug Socket  

Suitable for Citroën C5 HPI; Peugeot 207 1.6 16V, 406 HPI; Mini 
One 1.4 etc. 

Length: ...................................................................................... 250mm 
Size: ..............................................................................................  14 
Drive: ........................................................................................... 3/8"  

KL-0127-45 - Spark-Plug Socket  
Length: ........................................................................................ 90mm 
Size: ..............................................................................................  16 
Drive: ........................................................................................... 3/8"  

KL-0127-46 - Spark-Plug Socket  
Length: ...................................................................................... 250mm 
Size: ..............................................................................................  16 
Drive: ........................................................................................... 3/8"  

KL-4015-2016 - Spark-Plug Socket Insert  
Length: ........................................................................................ 65mm 
Size: ..............................................................................................  16 
Drive: ........................................................................................... 3/8"  

KL-4015-2021 - Spark-Plug Socket Insert  
Length: ........................................................................................ 65mm 
Size: ..............................................................................................  21 
Drive: ........................................................................................... 3/8"  

KL-4015-3016 - Spark-Plug Socket Insert 
Length: ........................................................................................ 65mm 
Size: ..............................................................................................  16 
Drive: ........................................................................................... 1/2"  

KL-4015-3021 - Spark-Plug Socket Insert 
Length: ........................................................................................ 65mm 
Size: ..............................................................................................  21 
Drive: ........................................................................................... 1/2"  

  Warnings and Notes 
 Any work on vehicles should only be performed by qualified personnel 

observing and complying with the directions, provisions, and safety 
regulations issued by the vehicle manufacturer. 
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