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BARRICADE® FUEL LINE HOSE

 Product Type:  Fuel Systems

 Recommended for:  Fuel injection engines, light trucks, off-road vehicles, ATVs and small engines. 

 Resistant to:   Approved for transportation of leaded and unleaded petrol; 
diesel; biodiesel up to B100; E-10; E-15; E-85; 100% methanol, 
ethanol and gasohol fuels.

 Construction:   Shape: Straight
  Tube: ECO based
  Reinforcement: Aramid
  Wire: –
  Cover: Chlorosulfinated Polyethylen (CSM)

 Standards:   SAE Norm SAE J30R14T2
  Din Norm –

 Temperature:  
°C-

-40° 
°C+

125° 150°

mm ” mm m mm bar bar #

27339 4219-06035 6 1/4 13 7.6 65 15.5 80 5
27340 4219-06039 8 5/16 14 7.6 75 15.5 80 5
27341 4219-06043 10 3/8 16 7.6 85 15.5 80 5
27344 4219-06036 6 1/4 13 76.2 65 15.5 80 5
27347 4219-06034 6 1/4 13 4.6 65 15.5 80 5
27348 4219-06038 8 5/16 14 4.6 75 15.5 80 5
27349 4219-06042 10 3/8 16 4.6 85 15.5 80 5


