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Assembly Lever, with Guide Pins 
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Product Information   EN

KL-0243-10 Assembly Lever, with Guide Pins 
 

 

Applicable to VW-Audi, SEAT and ŠKODA vehicles equipped with 

a transversely mounted 7-speed double-clutch gearbox OAM; 

such as Audi A3 (8P); VW Polo (6R, 6C), Golf (1K), Golf Plus (1KP), 

Touran (1T), Eos (1F), Passat (3C), Passat CC (35), Scirocco (13); 

SEAT Ibiza V (KJ), Toledo (5P); ŠKODA Fabia (5P), Octavia (1Z) etc. 

 
 

Field of Application 
 

 

Required to pre-load and lock the clutch engagement levers when 

removing and installing the mechatronic unit on a (DSG) double-

clutch gear box OAM. 

  

The guide pins supplied with the kit ensure straight mounting of the 

mechatronic unit. 

 

Scope of Delivery 
 

Pos. Part No. Description Qty 

- KL-0243-10 Assembly Lever, with Guide Pins 1 

                 composed of: 

1 KL-0243-1002 Assembly Lever (for Plungers) 1 

2 KL-0243-1001 Guide Pin 2 

 
 

 
 

  Warnings and Notes 
 

 

 Before each use, visually check the tool to make sure that it is not 

damaged. 

 Always refer to the vehicle manufacturer’s data and instructions as 

only these apply to all work to be carried out on the vehicle. 

 All vehicle-specific data stated herein are supplied under reserve 

and without commitment. 
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Example of use:  
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