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Product information EN  
 Read and understand before use!

KL-0190-13
Compact Unlocking Tool
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Product information
(Translation of the product information)

Product description

KL-0190-13 - Compact unlocking tool
Universally suitable for a wide range of cable connector systems.

Especially VW-Audi, Seat, Škoda, Porsche, Opel, Fiat, Renault, and many more. 

For professional and non-destructive unlocking of cable connectors, for example, on mass air flow sensors, ignition coils, 
throttle valves, headlights, and generally on all sensors and actuators on the vehicle.

The unique and particularly compact design of the unlocking tool allows cable connectors to be unlocked from both sides, 
pulling from behind as well as pushing from the front. The special profile engages completely and non-destructively into the 
release tab on the cable connector. Even if the release tab is broken off, the cable connector can be unlocked without any 
problems! For places which are difficult to access, the unlocking tool can be additionally extended by 260mm.

• Non-destructive unlocking of cable plugs 
• Unlocking from both sides; from the front as well as from behind 
• Trouble-free unlocking in case of a defective unlocking tab

Scope of supply/component overview

Item Part no. Description Qty.

1 KL-0190-1301 Blade, short 1

2 KL-0190-1302 Extension 1

3 KL-0255-0018 Ball knob 1

Specifications

Total length without extension: ...............................................85mm

Total length with extension:  .................................................  345mm
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Safety instructions and regulations

Before using the special tools, read and understand all 
safety instructions and follow them for safe use! 

Use the special tools as intended and always  carry out 
maintenance and repair work in compliance with the 
regulations on occupational safety and accident prevention 
as well as the vehicle manufacturer's instructions!

Prior to each use, check the special tools carefully for 
damage, loose parts or unauthorised modifications. Never 
use it if you notice any such deficiencies!

Always wear your personal protective equipment (for 
example safety goggles, protective gloves, safety shoes)  when 
working!
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Unlocking option 3

Unlocking option 2

Unlocking option 1

Preparing the tool
The unlocking tool can be extended by an additional length of 260mm for places which are difficult to access.

Typical applications
The release tool offers three different cable connector release options.

  
Expert's tip:

• Blow out the lock on the cable connector with compressed air beforehand. 
• Spray some electronic spray into the lock on the cable connector. 

• Press the cable plugs against each other while unlocking to facilitate unlocking.

1.  Attach the unlocking tool to the cable connector from 
behind as shown. 

2.  Press the cable plugs against each other with the second 
hand. 

3.  Unlock the cable connector by pulling it with the 
unlocking tool and pull it off.

1.  Attach the unlocking tool to the cable connector on the 
front as shown. 

2.  Press the cable plugs against each other with the second 
hand. 

3.  Unlock the cable connector by pushing it with the 
unlocking tool and push it off.

1.  Slide the unlocking tool A  from the front below the lock 
on the cable connector as shown.

2.  Press the cable plugs against each other with the second 
hand. 

3.  Unlock the cable connector by lifting the lock B  with the 
unlocking tool, and push it off.

This option also works 
when the release tab is 

broken off!
A
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