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Table 1: 
 
Product 
[ø] 

Length 
[mm] 

Characteristic 
yield moment 
My,k [Nmm] 

Characteristic 
withdrawal 
parameter 

fax,k [N/mm2] 

Characteristic 
head pull-
through 

parameter fhead,k 
[N/mm2] 

Characteristic 
tensile capacity 

ftens,k [kN] 

Characteristic 
torsional ratio 

Loading 
across 

the 
fibre 

Loading 
along 
the 
fiber 

Screw  
3.0 mm 

18- 
50 

1454 21.52 12.21 See table 2  3.28 1.99 

Screw  
3.5 mm 

21- 
50 

2752 20.38 16.64  3.84 1.76 

Screw  
4.0 mm 

24- 
70 

3536 19.33 18.01  5.09 1.79 

Screw  
4.5 mm 

27- 
80 

Smooth 
part 

Threaded 
part 

19.17 15.13  6.31 1.84 

5187 6252 
Screw  
5.0 mm 

30- 
120 

Smooth 
part 

Threaded 
part 

20.83 18.48  6.95 2.02 

6944 10287 
Screw  
6.0 mm 

36- 
260 

Smooth 
part 

Threaded 
part 

19.29 13.60 10.53 2.32 

10360 16925 
Material Carbon steel 
Corro-
sion 
resis-
tance 

Galvanic zinc plated, service class 1 according to EN 1995-1-1 

 
Table 2: 
 

Characteristic head pull-through parameter fhead,k [N,mm2] 
Head type [ø] Double flat Pan 
Screw 3.0 mm 37.22 44.74 
Screw 3.5 mm 33.45 37.21 
Screw 4.0 mm 32.13 45.23 
Screw 4.5 mm 26.19 35.26 
Screw 5.0 mm 28.14 42.12 
Screw 6.0 mm 26.08 41.53 
 
 


